
Construction: Fiberglass reinforced acrylic bath 
with Level Form™ full-support base.

Note: To accomodate customer preferences, the control keypads are not factory installed on the bath deck.  A six (6) foot cable with 
installation instructions for connecting the control keypad to the control box are provided with all baths.
Patents recieved or pending. Note: Dimensional Tolerances: +1/4”
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Association of Plumbing and Mechanical Officials (IAPMO). 
Consult factory with your listing requirements.
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A 120V system that includes a Microbubble generator unit, a 1HP, vari-
able speed air blower with integral air heater; automatic purge cycle; an 
electronic control with low water level, flow and pressure sensors to en-
sure proper operation; and a 20-minute timer. Control keypad operates 
the pump, blower and blower speed for continuous, pulse or wave mas-
sage modes. The keypad also operates the optional LED Chromatherapy 
mood light. 

A 240V system that includes a Microbubble generator unit, a 1HP, 
variable speed air blower with integral air heater, Chromatherapy 
mood light,  Automatic Ozone System;  automatic purge cycle; 
a digital control with LCD display window; low water level, water 
temperature, flow and pressure sensors to ensure proper operation; 

and a 20-minute timer.  Control keypad operates the pump, blower and blower speed for continuous, 
pulse or wave massage modes, LED Chromatherapy mood light and shows pump status, blower 
speed, water temperature and time remaining.  Includes a floating Universal Remote Control that 
operates all functions of blower and LED Chromatherapy mood light plus TV, DVD, CD, etc.
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A 120V system that includes a Microbubble generator unit, a 1HP, vari-
able speed air blower with integral air heater, Chromatherapy mood light, 
Automatic Ozone System; automatic purge cycle; an electronic control 
with low water level, flow and pressure sensors to ensure proper opera-
tion; and a 20-minute timer. Control keypad operates the pump, blower 
and blower speed for continuous, pulse or wave massage modes. The 
keypad also operates the LED Chromatherapy mood light.
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Drop-in-Hole Size: 34” x 64”

Operating Capacity: 45 Gal.

Overflow Capacity: 71 Gal.

Floor Loading / sq.ft.: 52.3 lbs.

Carton Wt: 165 lbs.

Cube: 36.6 ft.3

This baTh is shown wiTh The sTandard 1 1/2” lip heighT.  
For the optional 3” lip height, please see the next page.

66"
 [168cm]

36"
 [91cm]

4"
 [10cm]

11"
 [28cm]

4"
 [10cm]

To Overflow

1 1/2"
[4cm]

22"
[56cm]

42 5/16"
 [108cm]

23"
 [59cm]

B
LO

W
E

RM
S 

p
u

M
p



Construction: Fiberglass reinforced acrylic bath 
with Level Form™ full-support base.

Note: To accomodate customer preferences, the control keypads are not factory installed on the bath deck.  A six (6) foot cable with 
installation instructions for connecting the control keypad to the control box are provided with all baths.
Patents recieved or pending. Note: Dimensional Tolerances: +1/4”

8328 MacArthur Dr. • North Little Rock, AR 72118
501.771.4477 • Fax: 501.771.2333 
Customer Service: 800.255.5766
www.jasoninternational.com

forma® Collection Specifications

MicroSilkTM- AirMasseur® -

Copyright © 2011 Jason International. forma® Collection Page 71

We provide products listed with Intertek ETL SEMKO (Edison 
Testing Laboratories) U.S. and Canadian and with International 
Association of Plumbing and Mechanical Officials (IAPMO). 
Consult factory with your listing requirements.

St
an

da
rd

Si
gn

at
ur

e

A 120V system that includes a Microbubble generator unit, a 1HP, vari-
able speed air blower with integral air heater; automatic purge cycle; an 
electronic control with low water level, flow and pressure sensors to en-
sure proper operation; and a 20-minute timer. Control keypad operates 
the pump, blower and blower speed for continuous, pulse or wave mas-
sage modes. The keypad also operates the optional LED Chromatherapy 
mood light. 

A 240V system that includes a Microbubble generator unit, a 1HP, 
variable speed air blower with integral air heater, Chromatherapy 
mood light,  Automatic Ozone System;  automatic purge cycle; 
a digital control with LCD display window; low water level, water 
temperature, flow and pressure sensors to ensure proper operation; 

and a 20-minute timer.  Control keypad operates the pump, blower and blower speed for continuous, 
pulse or wave massage modes, LED Chromatherapy mood light and shows pump status, blower 
speed, water temperature and time remaining.  Includes a floating Universal Remote Control that 
operates all functions of blower and LED Chromatherapy mood light plus TV, DVD, CD, etc.
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A 120V system that includes a Microbubble generator unit, a 1HP, vari-
able speed air blower with integral air heater, Chromatherapy mood light, 
Automatic Ozone System; automatic purge cycle; an electronic control 
with low water level, flow and pressure sensors to ensure proper opera-
tion; and a 20-minute timer. Control keypad operates the pump, blower 
and blower speed for continuous, pulse or wave massage modes. The 
keypad also operates the LED Chromatherapy mood light.
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This baTh is shown wiTh The opTional 3” lip heighT. 
For the standard 1 1/2” lip height, please see previous page.

Drop-in-Hole Size: 34” x 64”

Operating Capacity: 45 Gal.

Overflow Capacity: 71 Gal.

Floor Loading / sq.ft.: 52.3 lbs.

Carton Wt: 165 lbs.

Cube: 36.6 ft.3
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